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KWAY GROUND STRAP INSTRUCTION Tha 


All printers, which are installed ona metallic or plastic -coated 
metallic stand, must be connected with a ground ‘Sirap ta a 


metallic area Of the stand, to prevent ESD ilies ite 


A) The NCR stand accessory 100! -A004 includes already 
Q ala strap to connection to the printer: frame. 


B) Jf used anon NCR manufactured metallic stand, jf MUSE 
be connected, also be means of a ground strap .This ground 
Strap with fastening parts can be ordered by Feature 
Kit K 300. 


A) 
NCR STAND 1001-A004 


I) Printer with Tr.-No. 5257 and 
uparé prepalfed: with a 
extended screw. | 

IL) For Printer up to including 
'’.-N0, 5256 use present hole 
fo connection Ground Strap 
(Screw, Washer.and Nut are 
Supplied with the stand) 


B) | 
NON NCR MANUFAC. STAND 


L) Printer with Tr.- No.3525 7 and 
up are prepaired with aq 
extended screw. , 


IT) For Printer up to including 
Tr.-No.5256 use present hole 
to connection Ground Strap 
USeren’ , Washer.and Nut are 
supplied with the stand.) 
I) Connect this Ground Strap end 
onametallic blank area of 
the Stand, (Jf no Suitable hole 
Exists pre vide a hole or threaded 


KIT 6441-K 300-VOO0! hole J) 
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